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Yo-Yo sensing systems

Microwave barrier

Silo filling device

Microwave flow sensor

Guided wave radar

Visualization

Rotation

Membrane

Vibration

Pendulum

Coding

Limit switch

Swivelling lever

Lockable couplings

Overfill protection

Pinch valves

Level indicator

Level measurement
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Bulk solids handling

hose couplings



Product features

• no unauthorized filling

• robust locking mechanism

• easy handling

Storz couplings with lock

KS/KV
MOLOS

Silo 12

There must be a locking system on the filling pipe
connection to release the silo filling, which prevents
the silo from being filled incorrectly.

Storz couplings system
with built-in cylinder lock

Storz couplings system
with padlock

Storz couplings system
with pneumatic locking

Lock and locking systems for
Storz couplings on the silo filling pipe

(other coupling systems on request) 
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Storz
Couplings system Storz    € 

 Blank cap made of aluminium, with cylinder lock 

 SZ052 Storz 52 .................................................................................. 121,--

 SZ065 Storz 65 .................................................................................. 124,-- 

 SZ075 Storz 75 .................................................................................. 127,--

 SZ090 Storz 90 .................................................................................. 166,--

 SZ100 Storz 100 ................................................................................ 159,--

 SZ110 Storz 110 ................................................................................ 157,--

 G keyed alike key no. 2D2    
 U keyed different  maximum 150 locks

 

Storz
Couplings system Storz    € 

Hose couplings  made of aluminium, with cylinder lock 

 SZ052 <> 042 Storz 52  hose barb Ø42 .................................................. 125,--

 SZ052 <> 052 Storz 52  hose barb Ø52 .................................................. 120,--

 SZ065 <> 052 Storz 52  hose barb Ø52 .................................................. 123,--

 SZ065 <> 065 Storz 52  hose barbØ65 .................................................. 123,--

 SZ065 <> 075 Storz 65  hose barb Ø75 ................................................. 123,--

 SZ075 <> 075 Storz 75  hose barb Ø75 ................................................. 132,--

 SZ075 <> 080 Storz 75  hose barb Ø80 .................................................. 132,--

 SZ090 <> 090 Storz 90  hose barb Ø90 .................................................. 166,--

 SZ100 <> 100 Storz 100  hose barb Ø100 .............................................. 157,--

 SZ110 <> 100 Storz 110  hose barb Ø100 .............................................. 157,--

 SZ110 <> 110 Storz 110  hose barb Ø110 .............................................. 157,--

 G keyed alike key no. 2D2    
 U keyed different  maximum 150 locks

 

KS-SZ
Hose couplings 
with built-in cylinder lock

KS-SZ...-B
Blank cap 
with built-in cylinder lock

Order code

Order code

Storz couplings with lock

KS
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Storz couplings with locking

KS/KV
MOLOS

KB

 Couplings system Storz  

 Fixed couplings  with internal thread (I) made of Alu 1.4571 1.4581

 FSZ075IG3 Storz 75  IG3 ............................... x  x
 FSZ090IG3 Storz 90  IG3 ............................... x x
 FSZ110IG4 Storz 110  IG4 .............................. x x x
 FSZ125IG5 Storz 125  IG5 .............................. x
 AL Aluminium  
 AV Aluminium/stainless steel  1.4571 / 316 Ti

 VA Stainless steel  1.4581 / 318  

 G keyed alike key no. 502  
 U keyed different  maximun 600 locks

Order code

Fixed couplings with internal thread, 
blank cap and padlock

StorzKB-FSZ
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KV

 Couplings system Storz  

 Fixed couplings  with internal thread (I) made of Alu 1.4571 1.4581

 FSZ075IG3 Storz 75  IG3 ............................... x  x
 FSZ090IG3 Storz 90  IG3 ............................... x x
 FSZ110IG4 Storz 110  IG4 .............................. x x
 FSZ125IG5 Storz 125  IG5 .............................. x 
 AL Aluminium  
 AV Aluminium/stainless steel  1.4571 / 316 Ti 

 VA Stainless steel  1.4581 / 318  

 Pneumatic cylinder single-acting

 PZ12      conformStandard U
 PZA12 ATEX W II  2D  IIIC  ................Dust  
  >>>  Only with separate ATEX-solenoid-valve  

 MVR-C5 3/2 way mini solenoid valve   
   not for ATEX 
  Supply voltage / Supply  24 V DC
  Operating pressure   4 bar ... 7 bar  
  Ambient temperature  -15 °C ... 50 °C
  incl. device plug
  

 

Order code

Fixed couplings with internal thread
and pneumatic locking

StorzKV-FSZ

... PZ12MVRC5 ... PZA12

Separate ATEX-solenoid-valve see QV-PL-07
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Function: pressure- and currentless locked 
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Cylinders and solenoid valves

KV
MOLOS

Technical alteration rights reserved.
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 Mini 3/2-way solenoid valve  normally closed (NC)  € 

 MV1051C5 NW 1.5 mm  including device plug .......................................... 52,--
 Supply voltage  24 V DC
 Pressure  0 bar ... 7 bar 
 Temperature range  -15 °C ... 50 °C

KV MV1051C5

KV PZ12–20

 Pneumatic cylinder  single acting  € 

 PZ12–20 Ø12 mm  stroke 20 mm .............................................................. 193,--
  Operating pressure  4 bar ... 7 bar 
  Ambient temperature  -30 °C ... 60 °C

KV PZ12–20

 Pneumatic cylinder  single acting   with solenoid valve  €
 Operating pressure  4 bar ... 7 bar, ambient temperature  -15 °C ... 50  °C

 PZ12–20 Ø12 mm  stroke 20 mm ............................................................. 245,--

  MVR Mini 3/2-way solenoid valve  normally closed (NC)
   incl. device plug 

 C5 Supply voltage   24 V DC

MVR C5

KV-PZ...MV
Pneumatic cylinder 
with mini solenoid valve

KV-PZ
Pneumatic cylinder  

KV-MV
Mini 3/2-way solenoid valve

 Pneumatic cylinder  single acting  with locking flange  € 

 PZ12–20VF Ø12 mm  stroke 20 mm  for separate way valve ........................... 202,--
 PZA12–20VF Ø12 mm  stroke 20 mm  ATEX W II  2D  IIIC   ................... 273,--Dust
  >>>  Only with separate ATEX-solenoid-valve

  Operating pressure  4 bar ... 7 bar 
  Ambient temperature  -30 °C ... 60 °C

KV

Order code

Order code

Order code

Order code
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