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Pressure gauge

Yo-Yo sensing systems

Microwave barrier

Silo filling device

Microwave flow sensor

Guided wave radar

Visualization

Rotation

Membrane

Vibration

Pendulum

Coding

Limit swtich

Swivelling lever

Lockable couplings

Overfill protection

Pinch valves

Level indicator

Level measurement

bulk solids handling

Hose couplings



Silo 15 mbar

MOLOS

Product features

• protects the silo, filter and container

• monitors the final gush

• high reliability

Pressure gauge

MSD

Silo 15

There must be pressure gauges in the silo that automatically
close the filling pipe if the injection pressure is too high.

Expansion chamber
for final surge

MSD-485
Silo pressure transmitter
RS485 BUS

MSD
Silo pressure switch
Switching output

MSD-420
Silo pressure transmitter
4 ... 20 mA output

EI2041
Digital pressure display 0 ... 100 mbar
(4 ... 20 mA  input, 2 relay outputs)

SFA-Q
filling device

Filter

Silo pressure gauge for limitation of the final surge
protects silo and filter during pneumatic silo filling
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Basic device € 162,--
 Options with surcharges     €

 Housing made of material

 A1  Compact housing aluminium, coated RAL 7001 ......................... 0,--Standard
 A2 Compact housing stainless steel 1.4408 .................................................. 200,--

 Process connection (membrane, product touching made of 1.4301/304)

 F1A Flange Ø110 aluminium .............................................................. 0,--
 F1AI Flange Ø110 aluminium, product touching parts 1.4571/316Ti ................. 38,--
 F1I Flange Ø110 stainless steel 1.4571/316Ti   (only with option A2)  .............. 97,--

 Certifications, approvals
     conform and IP66Standard U

 B1 ATEX  II  1/2D  IIIC ......................................... 55,--W

 B5 ATEX  II  1/2D  IIIC ......................................... 85,--W
  and  II  2G  IICW
  Ambient temperature  -20 °C ... +70 °C

MSD Order code

MOLOS

Basic device € 149,--
 Plastic housing  RAL 7001    conform and IP65U

 Options with surcharges  €

 Process connection (membrane, product touching made of 1.4301/304)

     Flange Ø110 aluminiumStandard

  F1AI Flange Ø110 aluminium, product touching parts 1.4571/316Ti ......................... 38,--
  Ambient temperature  -20 °C ... +70 °C

Order codeMSD-070

Pressure switch

MSD

ATEX options

II  1/2D  IIICB1

Dust
Gas+ II  1/2D  IIIC

and

II  2G  IICB5

Dust

MSD-A
Silo pressure switch

MSD-070
Silo pressure switch
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ATEX option

II  1/2D  IIICB1 Dust

Basic device € 208,--
 Options with surcharges     €

 Housing made of material

 A1  Compact housing aluminium, coated RAL 7001 ......................... 0,--Standard
 A2 Compact housing stainless steel 1.4408 .................................................. 200,--

 Process connection (membrane, product touching made of 1.4301/304)

 F1A Flange Ø110 aluminium .............................................................. 0,--
 F1AI Flange Ø110 aluminium, product touching parts 1.4571/316Ti ................. 38,--
 F1I Flange Ø110 stainless steel 1.4571/316Ti   (only with option A2)  .............. 97,--

  Output signal
 420 4 ... 20 mA ................................................................ 0,--
 485 RS485 bus interface ................................................ 137,--

 Certifications, approvals
    conform and IP66StandardU

 B1 ATEX  II  1/2D  IIIC ...................................... 55,--W
  Ambient temperature  -20 °C ... +70 °C

MSD Order code

MOLOS

Basic device € 195,--
 Plastic housing  RAL 7001    conform and IP65U

 Options with surcharges  €

 Output signal
 420 4 ... 20 mA ................................................................................... 0,--
 485 RS485 bus interface .................................................................... 137,--

 Process connection (membrane, product touching made of 1.4301/304)

    Flange Ø110 aluminiumStandard
 F1AI Flange Ø110 aluminium, product touching parts 1.4571/316Ti .............. 38,--
  Ambient temperature  -20 °C ... +70 °C

Order codeMSD

Pressure transmitter

MSD

MSD-A...4..
Silo pressure transmitter

MSD-4..
Silo pressure transmitter
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Quantity discounts
 5 - 9 3%
 10 - 24 5%
 25 - 50 10% 

B

Delivery from stock
ordered until 12°°  - dispatched at 16°° 

Silo 15 mbar

MOLOS

 Accessories with surcharges  €

 SH Weather protection hood  made of PVC  RAL7001 with storm tape (only for MSD-A...) ...... 13,--

Condensation protection made of material

SDK Pressure compensation element  plastic .......................................................... 8,--
SDE Pressure compensation element  stainless steel (only for MSD-A...) ......................... 24,--

DAE Pressure compensation element  stainless steel for ATEX-devices .......................... 51,--

Accessories 

MSD

070-150-EST-STR

 Digital pressure display 0-100 mbar .......... 165,--
 4 ... 20 mA input, 2 relay outputs

 

 Welding socket made of steel, coated RAL7001 ........ 35,--

 Welding socket made of steel, uncoated  ................. 30,--

070-150-EST-STL

EI2041-CL

Technical alteration rights reserved.

MSD
Accessories
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